MXQ PRO Android tv caixa android5.1.1 64-bit suporte 4 k * 2 k

Amlogic S905 Quad Core MXQ Pro

New arrival! Android 5.1.1 Smart TV Box H.265 HEWVC Full
HD 1080P Android Smart HDMI 2.0 TV Box.
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Especificacoes de hardware

Modelo no. MXQ Pro

CPU Amlogic S905 Quad-Core ARM Cortex™-A53 CPU até 2,0 GHz (ARM1176)XFS)
GPU Penta-Core Mali-450 acima de 750 Mhz +
FLASH 8GB MUNDUS (16G opcional)

SDRAM 1GB DDR3 (2G opcional)

Especificacoes da fonte de alimentacao

Poder Abastecimento de DC 5V/2A

Poder Indicador (LED) Poder DIANTE: azul; Modo de espera: vermelho
Principais caracteristicas

SISTEMA OPERACIONAL Pirulito Android™ 5.1

3D 3D-HD 1080Px2

HD MPEG1/2/4,H.264/ H.265, HD AVC/VC-1, RM/RMVB, Xvid/DivX3/4/5/6,

Suporte Formato de decodificador RealVide08/9/10, HEVC MP-10

Suporte Formato de midia Avi/Rm/Rmvb/Ts/Vob/Mkv/Mov/ISO/Wmv/Asf/Flv/Dat/Mpg/Mpeg /MP4
Suporte Formato da musica MP3/WMA/AAC/WAV/OGG/AC3/DDP/TrueHD/DTS/DTS/HD/FLAC/APE
Suporte Formato da foto HD JPEG/BMP/GIF/PNG/TIFF

USB Acolhimento 4 USB 2.0 de alta velocidade, suporte U DISCO e USB HDD

Cartdo Leitor de SD™/ Placas SDHC/MMC

HDD Sistema de arquivos FAT16/FAT32/NTFS

Suporte Legendas SRT/SMI/SUB/SSA/IDX + USB

C:’Eaeng:iEiaon Suporte Todos padrdo SD/HD/4K2K Ultra HD descodificacdo e saida
0SD tipo de linguas Inglés/francés/alemao/espanhol/italiano Linguas multilaterais etc.
LAN Ethernet: 100, padrao RJ-45

Sem fio Suporte IEEE 802.11 b/g/n (opcional IEEE 802.11 b/g/n/ac)
Mouse/teclado Suporte Mouse e teclado Via USB; Suporte 2.4GHz sem fio Mouse e teclado através de 2.4GHz USB Dongle
HDMI™ HDMI™ 2.0 (CEC e HDCP 2.2), 2 4 16000K @60 fps

AV Suporte

Optico Suporte

3G Suporte

SPDIF/IEC958 Optico

IPTV E OTT Suporte Muitos tipos de programas OTT e IPTV

Especificacoes de software

Rede Fungdo Miracast, Kodi, Airplay, Skype, conversar, Picasa, Youtube, Flicker, Facebook, on-line Filmes, etc

Outros Recurso Grétis Busca de Internet, milhares de aplicativos Android, muitos tipos de jogos, etc




At TV
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+Android 5.1

New Visual & More attractive UL
More convenient Wifi & BT Settings.

Comprehensive improvement of system stability.

HD Voice




64 Bit

Single cycle processing capacity to improve 1 times

Amlagic 5905 solution, the MOST professional Quad core CPU
performance for Network Set-top Box.
Full Guad core, 2GHz Ultra high frequency, More than 4 times

Performance improvements

£mlogic

Breathtaking Visual Power

4K 1080i/p resolution is 4 times of full HD, so
every detail of the screen is lucidity.
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Bandwidth saving Lilting speed
H. 265 hardware decoding can save 50% bandwidth resources:
Let you watch the 4K movie smoothly

Only two steps, Easy operation

Step 1: Connect to the TV 1 |r
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Dodicing the interface :E
pcconding to sech color, AV - .
composite video interface __-" / "}

Old version TV

with AV interface

Standard HOMI interface

Width approx:14MM
Height appros:d SMM

New version LCD TV
with HDMI interface

Step 2: Connect to the Internet

Wireless router
WIFI agcess

2D
WiFi

WLAN Interface

Direct Internet
cable access




